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CENTER "A"(CERTIFIED INSPECTION)

TRANSPORTATION (45 days or 3,000-miles)

Current Mileage
Last LOF Miles
Hours

Date: Bus No. R.O. No.

Employee must initial - Note: Item number and discrepancies on reverse.

A. Determine miles since last LOF. E. UNDER HOOD OK Rep.
B. Clear any open DVIR's on bus. 1. Any visible leakage: identify, repair
C. INTERIOR OK Rep. and clean area as needed
1.  State inspection certificate - Date: 2. Engine oil level
2. Entry door operation and seais 3.  ATF level and condition
3. Temp. and oil warning devices 4. Brake fluid
4. MNeutral safety system 5. Power steering fluid
5. Horn, gauges and dash lights 6.  All beits - condition, tension and alignment
6. Heater, defroster and fan 7. Component and accessory mounting and
7.  Windshield wipers and washer connections
8. Indicator lamps 8. Ali hoses and lines - condition and routing
9. Clutch, gearshift and throttie operation 9. Coolant level and protection
10. Clutch and brake pedal play and operation 10. Pressure/Chemical test cooling system
11. Steering free play: inches 11. Water pump, fan clutch play
12. Applied/Unapplied brake test for air/vacuum loss 12. Air filter condition - per restriction gauge
13. Low air/vacuum warning buzzer and wigwags 13. Carburetor, choke and throttie operation
14. Air governor setting - Low 90Ibs. High 120ibs. 14. Distributor cap, coil and ignition wires
15. Interior lights 15. PCV system, emission pump
16. Windshield and window glass condition 16. Exhaust system at engine
and A.S. Rating 17. Battery fliuid level and mounting
17. Window mechanism and seals 18. Clean battery and connections
18. Seat condition and mounting 19. Drain fuel/water separator
19. Interior body, floor and stanchions 20. Tiit hood mounts
20. Fire extinggisher qate, charge and' mounting F. UNDER BUS OK Rep
21. Road warning devices and mounting — -
22. First aid kit, contents and mounting 1. Kingpin/Ball Joint, wheel bearing play
23. Emergency exits - operation 2. Tire wear, condition and mounting
warning devices and signage 3. Leakage at backing plates and wheel seals
24. Interior clean 4. Steering box, mounting, linkage
25. Backup alarms looseness and leaks
5. Front shocks and mounting
D. EXTERIOR OK Rep. 6. Front springs, bushings and U-bolts
1. All exterior lights and signals 7. Engine leaks, lines, filters, hoses-mounts
2. Stop arm paddle - condition and operation 8. Starter mounting and connections
3. Mirror condition and mounting 9. Exhaust system and mounting
4. Record body damage on reverse (be specific) 10. Transmission mounted parking brake
5. Bumper Bolts 11. Transmission leaks/standard transmission
6. Paint, lettering and appearance fluid level - mounts
7. Emergency exits - operation and signage 12. Output shaft play
8. Axle flange and lug nuts, oil hub 13. Drive shaft, guards, U-joints and
9. Tire side wall condition, cracked wheels, valve center support
stem and caps, alignment on rear duals 14. Body hold-downs and insulator
10. Tread depth 15. Wiring along frame, condition/securement
LF: RF: LRO: 16. Differential leaks, fluid level
LRE: RRO: RRI: 17.._Pinion play
11. Tire inflation: Record and inflate as needed 18. Breather vent

LF: RF: LRO:
LRI: RRO: RRI:




F. UNDER BUS (continued) OK Rep. J. BUS LIFT INSPECTION (if applicable)

OK Rep.

<119. Rear shocks and mounting 1.
20. Rear springs, bushings and U-bolts 2.
21. Leakage at backing plates and wheel seals
22. Fuel tank straps and lines 3.
23. Tail pipe and hangers, condition and

securement 4.

24. Lube entire chassis

25. Check drag link, tie rod ends, idier arm 5.
G. BRAKES OK Rep. 5

1. Visible/audible leaks

2. Check all lines along chassis 7.

3. Vacuum booster hoses and mounting 8.

4. Hydraulic lines, wheel! cylinders, calipers

5.  Air chambers, relay valves and lines 9.

6. Slack adjusters, linkage and bushings

7. Air tanks and lines 10.

8. Visually inspect linings and drums

9. Check/adjust all brakes, wheels off ground 11

10. Parking and emergency brake system 12

11. Two-way check valves in dual air system. 13

Alternately drain primary and secondary

12. Drain all air tanks and test components 14
H. VEHICLE ROAD TEST (when necessary) OK Rep. 15.

1. Check vehicle for “puiling” left or right 16

2. Check ABS performance (if equipped) 17'

3. Check vehicle for difficulty staying on road .

Check lift for proper operation

Inspect for stress cracks, mounting

and alignment

Check for worm or missing pins, hinges,
latches, pivots and bushings

Inspect all hydraulic fittings and lines
for leaks

Inspect aif electrical connections

and micro switches

Make sure all system covers, instructions
and warning signs are in place

Impact test safety barrier

Perform complete lubrication,

including channels

Check wheelchair securement tracks

for correct mounting

Check condition and securement

of control and cable

. Verify additional fire extinguisher, if required
. Check lift door warning devices
. Check if wheel chair tie downs

are stored in compartment

. Verify lift cover is in place

Verify wheel chair securement device
is operating properly

Fire Blanket

Seat Belt Cutter

Brake Test Performance (for DOT insp. only) OK Rep,
4. Service brake
5. Emergency brake

1. VEHICLE BODY WORK NEEDED OK Rep.

Engine cowl

Engine hood

Front bumper
Passenger side body
Driver side body
Rear end of bus
Entrance door/frame
Rear bumper

9.  Floor stringers/underside
10. Entrance stepwell
11. Interior side panels
12. Other:

K. REPAIRS NECESSARY (discuss w/ supervisor)

O NG AW

L. Check over inspection sheet for completion
M. Make sure repair/adjustment write up sheet is completed
N. Submit inspection sheet, repair/write-up sheet and work order to supervisor

| performed the inspection indicated above.

Mechanic’s Signature Date

Supervisor's Signature Date




