STRUCTURES

BEYOND PRESERVATION FORM
User input sections highlighted in blue.
PROJECT IDENTIFICATION: This section 

PIN
Project Identification Number.  A unique identifier used by NYSDOT for capital projects.
BIN
Bridge Identification Number.  A unique identifier used by NYSDOT for every bridge in the state.
NHS+
National Highway System Plus.  An expanded list of key routes including the formal National Highway System along with other regionally significant routes.

Funct. Class:
Functional classification.

COST ($M) & SCHEDULE


Constr. Cost
Project construction cost in millions.
Total Cost
Total project cost including all phases such as scoping, design, ROW acquisition, construction and construction inspection.  Cost in millions.

Replct Cost
Bridge construction replacement cost

SFY Let

State Fiscal Year of proposed letting.


Let By

Entity that will let project.
SAMT REVIEW ROUTING


This section is for internal NYSDOT tracking use as part of the BP review process.
REVIEW TRACKING


This section is for internal NYSDOT tracking use as part of the BP review process.
PROJECT ADMIN


Reg/Co

NYSDOT Region and County code.

Owner

The formal owner of the structure.

AADT

Average annual daily traffic.

#Trucks

Number of trucks.
FUND SOURCE ($M)


Various fund source acronyms.  Sponsor should work with RPPM to complete.
STRUCTURE FEATURES


Carried

Facility carried by the structure.

Crossed

Primary feature crossed by the structure.

Design Type
Structural design type of the structure (e.g. multigirder, truss, . . .)

Material Type
Material type of the structure (e.g. steel, timber, . . .)

Needs Tool Rec
NYSDOT Needs Tool work type recommendation. 
STRUCTURE DETAILS


Year Built
The year that the structure was built.

Deck Area (SF)
The deck area of the structure.

Flags

The database code for inspection flags.
Detour (mi)
Detour length.  The sponsor shall evaluate potential detour routes and fill in this parameter with the shortest viable detour length irrespective of ownership.  The detour should be viable from the standpoint of congestion, load restriction and roadway geometry.

Detour AADT
The pre-existing AADT on the detour route.
RATING DETAILS


Condition Rating

Weighted average condition rating (NYSDOT ratings. 1 to 7)

Sufficiency Rating

Federal sufficiency rating (0 to 100)

Structural Deficient

Federal assessment of structural deficiency (Yes/No)

Hydraulic Vulner. Rating

NYSDOT hydraulic vulnerability rating (1 to 6)

Primary Member Rating

NYSDOT primary member rating from last inspection (1 to 7)

Fracture Critical


Fracture critical status (Yes/No)

Load Posting


Load posting status (Closed/Weight/R)
BRIDGE RANKING INDEX
Capital Need(0 to 45)  
Indicator of capital action need including replacement or major rehabilitation.  Contributing factors include condition rating, needs tool recommendation and structural deficiency status.
Facility Importance(0 to 30)
Indicator of facility importance.  Contributing factors include functional class, NHS+ status, AADT, number of trucks and detour length.
Restrictions(0 to 5)
Indicator of operational restrictions including closure, weight posting or ‘R’ posting.

Potential Risk(0 to 20)

Indicator of potential risk of structure.  Contributing factors include
Bridge Index(0 to 100)
Overall quantitative bridge index composed of sum of Capital Need, Facility Importance, Restrictions and Potential Risk.
Priority Tier
Beyond preservation candidates are sorted into three tiers based on their quantitative index scores.  A ‘top’ tier for higher priority capital work, a ‘bottom’ tier for lower priority capital work, and a ‘middle’ tier in which a greater degree of engineering judgment is required to assess capital need.
